StbEMU 



HOW TO SET UP IPTV ON STB EMULATOR 

APP 


DOWNLOAD AND INSTALL THE STB EMULATOR APP USING FILELINKED (IF YOU DO NOT 

ALREADY HAVE IT) 

DOWNLOAD AND INSTALL FILELINKED FROM HTTP://GET.FILELINKED.COM 


AFTER INSTALLING THE STB EMULATOR APP, FOLLOW THESE STEPS BELOW. 
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1. OPEN STB EMU APP 







To configure the application for your IPTV portal, open 
(from menu) and configure one or more profiles. 

Read more on 


Media player 
Subtitles 
Audio language 
Exit 
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2. SELECT THE MENU BUTTON OR HOLD DOWN 

THE OK BUTTON ON YOUR REMOTE, THEN SELECT SETTINGS 


<- Settings 


Configure key maps 

Configure key maps Mouse or touch sc 

Profiles 

Add or modify STB profiles 

Updates 

Configure update settings 

Save and restore settings 


Remote control settings 


Autostart on device boot 

May not work if App installed on external storage* 

Android TV settings... 

Browser settings... 

Network settings... 

UK player settings... 

Keyboard settings... 
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3. UNDER COMMON SETTINGS, SCROLL DOWN 
SELECT NETWORK SETTINGS 


Enable network cache 

Use network cache to speed up portal loading 
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4. UNCHECK THE BOX FOR ENABLED 
NETWORK CACHE, THEN CLICK BACK 







4- Settings 


Common settings 

Common App settings 


Configure key maps 

Configure key maps. Mouse or touch screen is 


New profile #922c8c 


Configure update settings 

Save and restore settings 


About... 
About App 
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5. SCROLL DOWN AND SELECT PROFILES, THEN 
NEW PROFILE ON THE RIGHT SIDE 


4- Settings 

Profile name 

New profile #922c8c 
Portal senings 
STB configuration 
Media player settings 
Advanced settings 
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6. SELECT PROFILE NAME 


4- Settings 






STB configuration 

Profile name 

IPTV 


CANCEL 

OK 
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7. CHANGE PROFILE NAME TO "IPTV" 









<- Settings 


IPTV1F 


Portal settings 
STB configuration 
Media player settings 
Advanced settings 
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8. SELECT PORTAL SETTINGS 


HTTP Proxy settings 


Select portal start file 

Select porlal main file (Index Mini or another) 
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9. SELECT PORTAL URL 


Portal URL 


CANCEL OK 




enter other servers address there enter other servers address where enter other servers address chere 
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10. DELETE THE DEFAULT URL AND ENTER 
THE PORTAL URL WE PROVIDED TO YOU, SELECT 
OK, THEN CLICK BACK 











<- Settings 


Media player settings 
Advanced settings 
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11. SELECT STB CONFIGURATION 
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12. SELECT MAC ADDRESS 


MAC-address 
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13. CHANGE THE MAC ADDRESS TO THE ONE 
WE GAVE YOU, OR PROVIDE US WITH THE DEFAULT 
SELECT OK, THEN CLICK BACK TO THE FIRST STB EMU APP SCREEN 










To configure the application for your IPTV portal, open 

Settings 

(from menu) and configure one or more profiles. 

Aspect ratio ► 

Read more on 

Keyboard 

RC ► 

IPTV 

Profile ► 

Media player ► 


Audio language ► 

Exit 
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14. USING THE MENU BUTTON OR HOLDING DOWN THE 
OK BUTTON ON YOUR REMOTE, OPEN THE RIGHT 
SIDE MENU, SCROLL DOWN AND SELECT PROFILE, THEN 
SELECT THE SERVER 



15. STB EMU APP WILL NOW START CONNECTING TO THE SERVER 








